
 MITSUBISHI 4B11 TURBO 2.0L DOHC ENGINE
M11x1.5 HEAD BOLT THREAD REPAIR 

(11, M11x1.5 modified inserts are supplied in this kit)
This repair is also designed to work with the upgrade ARP studs- P/N 207-4207

  

PLEASE READ THE INSTRUCTIONS FOR THE CADILLAC NORTHSTAR
PROVIDED IN THE KIT IN THEIR ENTIRETY BEFORE PROCEEDING.

 
    The instructions supplied in the kit for the Cadillac Northstar should be followed for repairing the

Mitsubishi 2.0L 4B11 Turbo with the following exceptions:

1. When mounting the drill/tap jig, follow the instructions on pages 3&4 using the tall spacer provided 
(1½in. diameter x 1.62in. long), with the recessed end facing upward. If it is necessary to mount the jig 
to a hole that has just been repaired, make sure to use a new head bolt, otherwise an old head bolt may 
tighten up prematurely in the new insert since the threads of the bolt may be stretched out of pitch.

2. Drill the holes 3.950 (100mm) deep. To accomplish this, mark the drill, measuring from where the drill 
cuts the full diameter (not from the tip of the drill). This drill depth is especially critical in the 2 corner 
holes on the intake side of the engine due to oil passages close to the bottom of these holes.

3. Thread the holes to the bottom. Note: Due to the extra deep holes in the 4B11, one extended length tap 
and one standard length flat bottom tap is supplied in this kit. Our standard kits include two taps of 
standard length. Only the extended length tap is used for this application. 
                                                                                                                                                                          

4. Inserts are to be installed 1.800” (46mm) deep minimum from the deck surface to the top of the insert 
(see page 7, figure 4).  Dry run the inserts to depth prior to adding thread lock to be sure the inserts 
will install to the correct depth. Otherwise, if you dry run the inserts with thread lock, there is a very 
good chance the thread lock will set up before your are able to remove them.  Once you determine that 
the insert is able to be installed to the correct depth, remove the insert and add thread lock, then re-
install to the correct depth. 

5.  Follow the stud manufactures installation instructions for installing and torquing studs.

Note: This kit is universal for many other engines as well since the outside thread size of the insert does not change.
Inserts are also available with internal threads of M10x1.5, M10x1.25, M11x1.25, M12x1.5 and 7/16-14.


